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Document Name: SAILOR 700 – T&T IP Handset & VoIP Service Revision: F 
 

Introduction: This document describes the Thrane & Thrane IP handset and Thrane VoIP Service used with the 
SAILOR 700 VSAT systems. 

 
Typical Users: �  Merchant vessel 

�  Yachts 
�  Luxury Yachts 
�  Coast Guard 
�  Sailboats 
�  Oil rigs 
�  Patrol boats 

 
Product Description: The Thrane & Thrane IP Handset is used for making phone calls over an IP based network.  

The handset is designed specifically for use in harsh environments and it is dust proof and splash 
proof. 
Excellent sound quality is achieved by including a state-of-the-art echo canceller and noise 
suppression software. 
On the large 2.2" colour TFT screen, a graphical user interface provides easy 
access to all functions including contacts and settings. 
There are two variants of the handset: A wired model and a wireless model. 
The wired handset is powered directly from the LAN interface using Power over 
Ethernet (PoE), so an external power switch with PoE is needed. 
The wireless IP handset connects to a wireless access point using Wireless 
Local Area Networking (WLAN). 
The internal battery can be charged from the dedicated cradle, which connects 
to an external power supply (12-24 V DC) or through a USB cable connected to 
a PC. 
The IP Handset offers the following features: 

·  Voice communication over Internet or IP based network 
·  Contacts list with up to 100 entries 
·  Intuitive user interface and menu system 
·  Built-in web interface 
·  High quality colour display QVGA 
·  Rugged but elegant design 
·  Splash proof and dust proof 

 
E-mail mailto:solutions@thrane.com  Thrane & Thrane 

contact details: Thrane & Thrane Distributors http://www.thrane.com/Contact/Distributors.aspx 
 

SAILOR 700 ADU RF Section Software version: 2.00 
SAILOR 700 ADU Main Section Software version: 2.02 
SAILOR 700 ACU Software version: 2.02 
SAILOR 700 VMU Software version: r242_1 

Tested on products: 

T&T IP handset Software version: 1.6.1004 
 

Instruction: The Thrane & Thrane IP handset is a SIP compliant IP phone. The T&T IP Handset comes in two 
versions. One version is wired and powered with PoE, the other is wireless and connects to a 
wireless access point. 
This solution document only describes how to configure the SIP profile settings in the T&T IP 
Handset so it can be used with the SAILOR 700 system. Separate solution documents are available 
for configuration of a D-Link PoE switch and for a D-Link wireless access point at www.thrane.com 
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A simple system overview for the wired handset is shown in picture 1 below: 
 

 
Picture 1: System Overview with Wired Handset 

 
A simple system overview for the wireless handset is shown in picture 2 below: 
 

 
Picture 2: System Overview with Wireless Handset 

 
The following section explains how to configure the Thrane IP handset with the SAILOR 700 VoIP 
account information and codec. 
 
The SAILOR 700 VoIP account information is supplied by the Thrane & Thrane distributor who 
installed the SAILOR 700 system. Following information is needed to configure the IP handset: 
 

·  SIP Server IP address (sipproxy.thrane.com) 
·  Username for the SAILOR 700 VoIP account 
·  Password for the SAILOR 700 VoIP account 
·  Codec G.729 
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The SAILOR 700 VoIP account username and password is supplied by your distributor when you 
sign for the voice subscription for the SAILOR 700 system. 
 
If the handset has been switched off, you can switch it back on by pressing and holding the on hook 
key until the display lights up. 
Select Menu > SIP > Options  and Add  to configure a new SIP profile. See picture 3 and 4 below. 
 

                                             
                        Picture 3: SIP Menu                                           Picture 4: Add SIP Account 
 
Enter following under the SIP settings : 
 

·  Profile name, e.g. SAILOR,  
·  Server name / IP: sipproxy.thrane.com  
·  Username: (From T&T Partner)  
·  Password: (From T&T Partner) 
·  Select Codec Priority to G.729. 

 

                                            
                   Picture 5: Server name / IP                                Picture 6: Username & Password 
 
The T&T IP Handset is now configured to use the voice channel on the SAILOR 700 system. 

 
Tested: The wired and wireless IP handset was successfully tested with the SAILOR 700 system and with the 

Thrane & Thrane VoIP Service. Several tests were made with both outgoing and incoming calls to 
both mobile GSM phones and land-line phones. 

 
 
 Information in this document is subject to change without notice and 

does not represent a commitment on the part of Thrane & Thrane A/S. 
© 2008 Thrane & Thrane A/S. All rights reserved. Printed in Denmark. 


